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MIDDLE STREET AND CROSS STREET SEWER REHABILITATION 
PROJECT 

 
 

Addendum No. 2 
 

September 27, 2016 
 

To All Plan Holders: 
 
The following changes, additions and/ or deletions are hereby made a part of the 
Bidding Documents for the MIDDLE STREET AND CROSS STREET SEWER 
REHABILITATION PROJECT, September 2016, as fully and completed as if same were 
fully set forth therein: 
 
Attachments 
 
The following information is attached as part of this addendum: 
1.  Contract Questions and Answers Part II 
 
All other provisions of the Bidding Documents remain the same. 
 
All Bidders shall acknowledge receipt and acceptance of this Addendum No. 2 by signing 
the acknowledgement of addendum form at the end of the Proposal Form. Bids 
submitted without acknowledgement of this Addendum shall be considered informal. 
 
 
 



Middle Street and Cross Street Sewer Rehabilitation Project 

 Contract Questions and Answers Part II 

 

1.  Inquired about depth of sewer at the upstream end of the Middle Street proposed run.  Is it 25 feet 

deep?  A 25 foot test pit will take an entire day to dig. 

Best available information indicates that the sewer on the upstream end of Middle Street may be 20 

feet deep.  The intent is to replace the sewer in place, so a test pit is shown to confirm if the existing 

sewer really is that deep.  It is only necessary to dig the test pit until the top of the existing sewer is 

found, which may be shallower.  Bid the test pit item accordingly. 

2.  Item 11 calls for a 3’ catch basin with a trap.  Is the trap considered the sump area? 

The trap refers to a device intended to be installed on the outlet pipe of the catch basins following 

installation.   

3.  Inquired if the City would accept 4’ diameter catch basins instead of 3’ diameter catch basins.  4’ 

diameter catch basins are more readily available and they are the same price. 

The City does not have an issue with the installation of 4’ diameter catch basins as a substitute for the 

contractor’s convenience, as long as there is no additional cost.  Please note that there are some 

proposed locations where space may be an issue so 3’ diameter catch basins  may be necessary.  The bid 

form will not be reissued.  It is intended that vertical feet of all proposed catch basins of either 3’ or 4’ 

diameter will be paid under item 11. 

4.  Clarify inlets on last sewer manhole on Cross Street. 

Facing upstream, at 12:00, there is a 12” core in.  At 2:00, there is a 12” core in.  The bold line going into 

the manhole near 1:00 is a leader for the station number and is not a core in.  At 6:00 there is an 18” 

core out.    

5.  Clarify Note 3 on the typical sewer/storm pipe trench detail sheet C3 regarding backfill on Cross St. 

The intent for backfill on Cross Street is as follows:  above pipe bedding stone, backfill with native 

material.  Flowable fill does not need to be used to backfill the entire trench.  If concrete is encountered, 

use flowable fill to backfill to a thickness needed only to match the depth of existing concrete and then 

pave with 4” of temporary pavement up to finish grade.  Within note 3 of the detail, everywhere 2” 

appears, replace that text with 4”.   

If concrete is not encountered on Cross Street, follow the backfill and restoration procedures as 

specified for Middle Street. 

Please note that as discussed at the prebid meeting, flowable fill backfill will be required for all trenches 

within Main Street. 


